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HIGH PRESSURE CLEANERS Professional use - INTENSIVE

CPU-SB OPEN
Carefree to your project site with the CPU-SB OPEN, the 
ideal solution when no site cabinet is available.

The CPU-S OPEN is now available in a new electric 
version that is completely wireless and no longer needs an 
electrical installation: the CPU-SB OPEN.  
This latest-generation cold water high-pressure cleaner 
is equipped with an electric motor powered by 2x ARC 
LITHIUM batteries with a total capacity of 1.35 kWh. The 
batteries are interchangeable and have a short charging 
time of just 90 min.  
The high-quality radial high-pressure pump runs at low rpm, 
contributing to a longer service life. 

The CPU-SB OPEN has 2 cleaning modes, allowing for 
cleaning by means of the same nozzle:
•	 The Eco mode with an operating time of 1 hour at 100 

bar | 7 l/min.
•	 The Turbo mode that allows ± 30 min. of operation at 

150 bar | 10 l/min.

•	 A battery-powered cold water high-pressure cleaner
•	 A powder-lacquered steel frame → prevention from corrosion and robust
•	 Interchangeable batteries with short charging time (90 min.)
•	 Supplied with 2 quick chargers as standard
•	 Electric motor equipped with 2 positions:

	• Eco (E) with an operating time of ± 60 min
	• Turbo (T) with an operating time of ± 30 min.

•	 Low-speed radial high pressure pump

High quality  
materials

Radial high-pressure
pump

PRODUCT SPECIFICATIONS

EXCLUSIVE TECHNOLOGIES

5 Year warranty
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STANDARD EQUIPMENT
Code Item description
1.208.630.15035 Double stainless steel spray lance with low and high pressure

nozzle and rotating quick coupling 

(only on < 320 bar and < 41 l/min) → chemicals and stepless 
pressure regulation

1.205.520.020 High pressure hose (5/16”, 10 m) → extended reach

1.643.011 High pressure gun with swivel → large manoeuvrability of the
wash gun

• Radial high pressure pump with 3 ceramic plungers and stainless steel valves → extende life time, fewer vibrantions and less 
noise.

• Air-cooled electric motor powered by ARC LITHIUM batteries.
• 2x ARC LITHIUM batteries with total capacity of 1.35 kWh.
• Belt drive
• Automatic start/stop system
• Pressure gauge
• Coarse particle fi lter
• On/Off  switch
• Pressure controle valve 
• Detergent injector

TECHNICAL SPECIFICATIONS

MODELS

Code Description bar l/h kWh kW kg mm

1.193.090 CPU-SB 150/10 OPEN 100 (E) - 150 ( (T) 420 (E) - 600 (T) 2 x 0,67 1.4 (E) - 2.7 (T) 65 780 x 450 x 510 035


